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SYSTEM SPECIFICATIONS

KEY BENEFITS
 �
 � Rugged design for harsh environments
 � User friendly design for easy maintenance
 � Meets IEC 60068 for Vibration & Shock Protection

FEATURES
 � Onboard 6th Gen Intel® Core™ SoC i7/i5/i3/Celeron BGA 
Processor

 � One 260-pin SODIM Socket Up to 16GB DDR4 2133MHz 
SDRAM 

 � Front Access Swappable 2.5” Drive Bay, 2 SIM Card
 � Expansion Slot Supports 1 Mini PCIe Slot, 1 M.2, 1 IET Interface
 � Fanless Operating, -20 ~ 60°C
 � Wide Range DC Power, +9 ~ 32V
 � Supports Intel® iAMT 11.0, TPM1.2/2.0 (Factory Optional), 
vPro, Wake on LAN

H / W  S TAT U S 
M O N I T O R

CPU & System Temperature monitoring 
and Voltage monitoring

E X PA N S I O N
(1) 80-Pin IET Interface
(1) Mini-PCIe Socket
(1) M.2 (B-Key, 2242, 3042)

S T O R AG E
(1) 2.5” Drive Bay
(1) M.2 (SATA)

I / O  P O RT S

Marine Computers 
by FoxGuard Solutions

FGE-100

P R O C E S S O R

6th Gen Intel® Core™ i7-6600U, 
2 Core, 2.6GHz processor
6th Gen Intel® Core™ i5-6300U, 
2 Core, 2.4GHz processor
6th Gen Intel® Core™ i3-6100U, 
2 Core, 2.3GHz processor
6th Gen Intel® Celeron® 3955U, 
2.0GHz processor

M E M O R Y
(1) 260-Pin SODIMM Socket Up to 16GB 
DDR4 2133MHz

WAT C H D O G
T I M E R

H/W Reset: 1sec. ~ 65535sec.

CONTACT US
LUCAS SUMNERS
lsumners@foxguardsolutions.com
540.382.4234 x184

JONAS BARANAUSKAS
jbaranauskas@foxguardsolutions.com
540.382.4234 x196

KEITH PHELPS
kphelps@foxguardsolutions.com
540.382.4234 x121

IEC 60945 Certified



FGE-100

MECHANICAL AND ENVIRONMENTAL
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O P E R AT I N G  T E M P E R AT U R E -20°C ~ 60°C (-4°F ~ 140°F)

0°C ~ 40°C (32°F ~ 104°F) 

S T O R AG E  T E M P E R AT U R E -40°C ~ 75°C (-40°F ~ 167°F)

O P E R AT I N G  H U M I D I T Y 40°C @ 95% Relative Humidity, Non-condensing

C O N S T RU C T I O N Aluminum + Metal

M O U N T I N G  K I T Wall Mount Kit (Standard)

D I M E N S I O N  ( L  X  W  X  H )  9.45" x 5.96" x 2.95" (240mm x 151.5mm x 75mm)

V I B R AT I O N  T E S T IEC60945,Clause 8.7
IEC60068-2-6

S H O C K  T E S T With SSD: 10Grms, IEC 60068-2-27, Half Sine, 11ms

C E RT I F I C AT I O N CE, FCC Class A, IP50 Rating 

DISPLAY, AUDIO & ETHERNET

D I S P L AY  C H I P S E T Intel® Skylake SoC integrated Graphics

D I S P L AY  R E S O L U T I O N DP: Max. Resolution 4096x2304 @ 60Hz

AU D I O  C H I P S E T Realtek ALC892

AU D I O  I N T E R FAC E Mic-In, Line-In and Line-Out

E T H E R N E T  C H I P S E T (1) Intel® I211AT 
(1) Intel® I219LM

E T H E R N E T  I N T E R FAC E 10/100/1000 Base-Tx GbE compatible

L A N  P O RT (2) RJ-45

IEC 60945 Certified


